AMENDMENT NO. 4 OCTOBER 2016 
TO 
IS 7181 : 1986 SPECIFICATION FOR HORIZONTALLY 
CAST IRON DOUBLE FLANGED PIPES FOR WATER, 
GAS AND SEWAGE 


(First Revision) 
(Page 3, clause 2.1) — Substitute ‘IS 1387 : 1993’ for ‘IS 1387-19677’. 
(Page 3, foot notet) — Substitute ‘(second revision)’ for ‘(first revision)’. 
(Page 4, clause 3.1) — Substitute ‘IS 210 : 2009*’ for ‘IS 210-1970*’. 


(Page 4, foot note*) — Substitute ‘*Grey iron castings — Specification 
(fifth revision)’ for ‘*Specification for grey iron castings (third revision)’. 


(Page 4, clause 3.3, line 4) — Substitute ‘230 HBW’ for ‘230 HBS’. 


(Page 4, clause 5.1, line 2) — Substitute ‘IS 1608 : 2005/ISO 6892 : 
19987’ for ‘IS 2078-19797’. 


(Page 4, foot note £) — Substitute ‘Metallic materials — Tensile testing 
at ambient temperature (third revision)’ for ‘tMethod for tensile testing of grey 
cast iron (first revision)’. 


(Page 4, clause 5.2, line 3) — Substitute ‘IS 1500 : 2005/ISO 6506-1 : 
19998’ for IS 1500-19838’. 


(Page 4, foot note §) — Substitute ‘8Method for Brinell hardness test for 
metallic materials (third revision)’ for ‘8Method of Brinell hardness test for 
metallic materials (second revision)’. 
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